
 RJ45 / CAT5 Tester. 
 
 
 
 
 
 

IPK030701 

 

+

+
1k

470k

1  F

10nF

470R

100  F

5
5
5

7

6
5

4

3
2

1

8
3
2
4
7

100k

+9V

0V

2N3906

2N3904

1nF

1kLED

All diodes  1N4148

0
1
2

3

4
0
1
7

16

10

15
8

13

14

2

4
6
8

1.2M

RJ45
local

1 3 5 7

1.8M1M1.5M

RJ45
local

1
3
5
7

2
6
4
8

Remote RJ45

1M

 
 
 

©IPK01

+

+

1k

470k

1  F

10nF

100  F

5
5
5

+9V

0V

2N3906 2N39041nF All diodes  1N4148

1

1M

2

4

6

8

RJ45
local

1

3

5

7

RJ45
local

1.2M

1.5M

1.8M

to speaker 1
M

1
k

4
7
0
R

1
0
0
k

4
0
1
7

+

1

 
 

 



 
 

Socket front 

1 2 3 4 5 6 7 8

Pair 2

Pair 3

Pair 1

Pair 4

1 2 3 4 5 6
7 8

 
 
 
Pin No. Pair ID 10BASE-T Colour / Tracer 
1 T2  White / Orange 
2 R2  Orange / White 
3 T3  White / Green 
4 R1 nc Blue / White 
5 T1 nc White / Blue 
6 R3  Green / White 
7 T4 nc White / Brown 
8 R4 nc Brown / White 
    
 
 
In Use 
With a CAT5 cable plugged into the unit and the far end of the cable connected to the terminator, a 
continuous tone should be heard if all is well. 
Any breaks in the tone indicates a broken connection. 
Any changes in tone indicates a poor connection 
 




